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ENGINE SERVICE AND

TIME SINCE
OVERHAUL INSTALLATIONS, INSPECTIONS,

NOTE: USE BOTH PAGES AND AS MANY LINES A5 REQUIRED FOR COMPLETE
HRS, MIN. HRS. MIN. g
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2845 N. Sheridan Road, Tulsa, Oklahoma 74115
© 918-835-7651
JE— CRS HMGR732E
e

2M12/99 N140GB 400A RK-185 2204HM 2204 ACTT R/HEngine W.0. 220164

| certify this aircraft was inspected in accordance with the approved airworthiness inspection
program for a 1st 200 hour “A,B,C", 3/6/12, & 200 special inspections under FAR 81.409 option
F3 and was approved for return to service.

Complied with 400 hour/12 month oil change, next due 620.4 / 2-2000. Serviced with 7.qgts
Exxon 2380 turbine oil. Cleaned and inspected oil filter element. Cleaned and inspected fue!
pump inlet screen. Replaced fuel pump outlet filter. Inspected thrust reverser. Inspected @~ —o
starter/generator brushes. Ground run for operationai and leak checks. Details on file this
———  repair station. TSN 220.4, CSN 186,

sttt .
]

TOTAL T e
TOTAL
previcus.  Sean T. Sowell
T L .

SINCE MFG, I l I




MAINTENANCE RECORD

fors

REPAIRS, ADJUSTMENTS, MODIFICATIONS
NTRIES. DRAW A DIAGONAL LINE THAOUGH ANY UNUSED LINES |N DATE AND TIME COLUMNS.

SIGNATURE

LICENCE
NUMBER

[TING TN CoMPLETED SATISFACTORILY AND

( COMPRESSOR RoToR_TRIM BALANCE VALUE
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3 N. Sheridan Road, Tulsa, Oklahoma 74115
835-7651 ’

 HMGR732E

/99 N140GB 400A RK-185 400.2 TT 400.2 HM 299 Cycles R/H Engine W/O 220442

tify this engine was inspected in accordanc

mplished PW&C SB 7562 R4 by installing new vented P
element. Cleaned and inspected fue! pump infet screen.

r station. TSN 400.2, SCN 299,

/)i 4

Id L. Cole

¢ “’;xé@?,%’ > @e@cﬂlmi& L e

2845 N. Sheridan Road, Tulsa, Oklahoma 74115
— 1 918-835-7651

CRS HMGR732E

————  5/26/00 N140GB 400A RK-185 8157 TT 6157HM 429 Cycles

I W.0. 220683

program for a 800 "A & B’ inspection under FAR 91.409
Y return fo service.

Accomplished 400 hour /12 month oil change. Serviced with 7 gts. Of Exxon 2380 turbine oil,
Removed and reinstalled starter/generator s/n 97782 after rebrush by Quality Aircraft

# 4635. Installed (2) new ignitor plugs P/IN CH34659-3,
Cleaned and inspected oif filter element. Cleaned and inspected fuel pump inlet screen.
Replaced fuel pump outlet filter. Inspected thrust reverser. Ground run for operational and

— . leak checks. Detai!so%‘fe this repair station. TSN 615.7, CSN 429.

Accessories on their work order

&7, .
Donald L. Cole

e with the approved airworthiness inspection program for a 400
“A” inspection under FAR 91.409 option F3 and was approved for return to service,

-3 condensation traps. Cleaned and inspected oil

Replaced fue! pump outlet filter. Inspected thrust
ser. Inspected starter/generator brushes. Ground run for operational and leak checks. Details on file this

R.H. Engine

-l certify this engine was inspected in accordance with the approved airworthiness inspection
option F3 and was approved for

RN
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ENGINE SERVICE AND

<\f,j7&£%ﬂ?//§_, @GQC}RM& VR

2845 N. Sheridan Road, Tulsa, Oklahoma 74115

918-835-7651

CRS HMGR732E

11/8/2000 N140GB 400A RK-187

801.5TT 80I.5HM RH Engine W.0O. 220869
T certify this engine was inspected in accordance with the approved airworthiness inspection program for an 800 hour “A”

inspection under FAR 91.409 option I'3 and was approved for return to service.

NOTE: overhauled starter/generatot found installed at 760.7 Actt on 9/16/2000, Cleaned and inspected oil filter element.

Cleaned and inspected fuel pump inlet screen. Replaced fuel pump outlet filter. Inspected thrust reverser. Inspected
starter/generator brushes. Ground run for operational and leak checks. Details on file this repair station. TSN 801.5, CSN 551.

- Ol 24

-

Donald L. Cole

| 1 -

|

NERERE

&mcutive@eechmft inc

10 Richards Rd. ¢ Kansas City, Migsouri 64116 ¢ Phone (816) 842-8484
e Fhis constitutes an official maintenancé record par ¥FAR 43.9 & 43.1).
R T ENGINE §/N: PCBE-JAQ138
m. No. Date Hobbs ENG TT Tac TC3N
N140GB 7/12/2001  1011.4 1011.4 L77%

s

(081070) Engine inspection complied with this date. (790007) Engine oil
change complied with this date. Ground run and operational check
checked satistactory at this time, leak check and ne leaks noted at
this time. .

This Engine has been inspected in accordance with the lnspections and procedutes
of & 1000 hour A, B, check as out lined in the Raytheon Alroraft Company 400/400A
palntenance manuat, 128=-590001=9B27 dated ~0Feb00, Chapter 5 and 1s approved for
return-to-service. Perti t details are on file at this repair atation under

work order 53-24227. o
file name: 5324227M2 % f
Inspector aignature PN f 7 )

EXECUTIVE BEECHCRAFT, ING--MKC ¢ FAA certified repair station AKGR142C

&xecutive@éechcmft inc

10 Richards Rd, ¢ Kansas City, Miggourl 64116 ¢ Phone (816) B42-8484
This constltutes an official maintenance record per FAR 43,5 & 43.11.

R T ENGINE g/M1 PCE-JA0138
Rag, Mo, Date Hobbs A/C TT Ldgs
N140GB 3/6/2002 1208,1 1208.1 0825

This Engine has been inspected in accordance with the inapections and procedures
of a RAYTHECON AIRCRAFT COMBANY'S RECOMMENDED INSPECTION FROGRAM IN ACCORDANCE
WITE FAR 91.409 (£) (3) "A" INSEECTION. and is approved for return-to-service,
Pertinent details are onﬁ\ie at this repair atation under work order 53-24884.
File name: 5324884M2

Inspector slgnature e %M

EXECUTIVE BEECHQRAIT, INC.~-MKC » FAA certified repair station AKGR142C

T

CARRIED FORWARD

ToTAL THIS PAGE

TOTAL FROM
PREVIOUS SUMMARY

TOTAL
SINGE MFG.




&mﬁw@eechcmft inc 2

i 10 Richapds Rd. e Kansas City, Misaourl 64116 e Phone {B16) B42-8484
This constitutes an official meintenance receord Pexr FAR 43.9 & 43.11,
i R T ENGINDGSRB 8/N: PORE=-JA0138

Reg. No. Date Hobbs ENG TT Ldga TCEN LICENGE

ENTRIES. OF N140GB £/20/2002  1418.7 1418.7 954 954 . NUMBER

1. 087110 Complied with the engine minor inspecticn,

2. 792010 Changed oil and cleaned oil Ffilter. Serviced engine with
6qts BP2380 Turbine engine oil,

3. Ground run and operational checks checked satisfactory at thia
time, leak checked and no leaks noted zt thig time,

This ¥ngine has been inspected in acesrdance with the ins
pections and procedurasg
©f a Reytheon Airoraft Company's Recommended Inspaction Program, phases R, B, and

€ and is approved for return-to-gervice, Pertinent detalls are
repair atation under work Glder 53-25503. °n file at this

File name: 5325503M2 / o
Inapector signature_ ./, , ., zr~ m

L] m JH L

S camae S S R S R I O L1 J_JlLlJ

BXECUTIVE BERCHCRAF®; INC,ZMKC ¢ TAR certified repalr station AKGRLAZC

o

) Aircraft Services
RAYTHEON AIRCRAFT SERVICES ICT 800-524-3387

R/H POWERPLANT LOG RAYTHEON AIRCRAFT MODEL 400A S/N: RK-185 REG, #: N140GB

12/31/2002 FHM: 1488.5 AJCTT: 14885 A/CTC: 1024

ENGINE S/N: PCE- JAD138 TSN: 1488.5 CSN: 1024

. C/W BORESCOPE INSPECTION OF ENGINE HOT & COLD SECTIONS AW P&W JT15D-5 M/M CH, 72-00-00. VIDEQ
TAPED INSPECTION PER CUSTOMER REQUEST. .

[ CERTIFY THAT WITH RESPECT TO THE WORI PERFORMED THIS AIRCRAFT/ENGINE/PROPELLER OR APPLIANCE

WAS REPAIRED AND INSPECTED IN ACCORDANCE WITH CURRENT FAA REGULATIONS AND IS IN AN

AIRWORTHY CONDITION AND IS APPROVED FOR RETURN TO SERVICE. CRS# BWVRGT2C. JAA # S0806.

AUTHORIZED SIGNATURE = TITLE ;
REF: RAS W/O# 04-22971

Executive Reecheraft STL inc,
RIGHT ENGINE (> /2 2 Phone:
636-538-4800
N148GB Date: 02/14/03 CRS: DEBRISSD
S/N: RK-185 Hobbs: 1490.4
Eng S/N: PCE-JA0138 Eng TT: 1490.4

Scheduled Maintenance
I. Completed an A & B check per Executive Beecheraft A.ALP. (CAMP Program), aircraft okay for
return to service. .
2. Took SOAP sample of engine oil,
Airworthiness Directives & Service Bulletins
1. Complied with Raytheon S.B. #73-3354 part 2 & Pratt & Whitney S.B. #7568 for the modification
of the engine HMU/P3 condensation trap. Installed new fitting p/n 3053339-01 & tube kit p/n
128-9110-3. Ground run checks good.
Unscheduled Maintenance
1. Replaced the top borescope cover gasket with new p/n 315556-01.
2. Serviced engine with one quart of BP 2380 oil.
I certify that this engine has been inspected in accordance with an A & B Inspection of Executive
Beecherafi’s A A LP. & has been determined to be in airworthy condition & is approved for return to
service. Pertinent details of the repair are on file at this repair station under W.0.# 138906
Date: 02/14/03 e 4 x
Signed e 2 /‘_IJ/
e ' = ¢ Executive Beechcraft STL Inc.
" Spirit of St. Louis Airport-532 Beecheraft Dr.
Chesterfield, MO. 63005 (636)532-4800
FAA Certificated Repair Station No, DEBR152D




ENGINE SERVICE AND

TIME SINCE

TIME RUN OVERRK AUL INSTALL ATIONS, INSPECTIONS,
DATE - NOTE: USE BOTH PAGES AND AS MANY LINES AS REQUIRED FOR COMPLETE
HRS, MIN, HRS. M1IN. .
BROUGHT .
FORWARD Unit lation of Minneapolis, Inc, —
RH ENGII‘\[E 13801 Pioneer Trail
Registration Eden Prairie, MN 55347
. N148GB . > Certificate No, KXSR005N J—
' IDATE MFG. MODEL SIN T8O CYCLES |HOUR METER |TOTAL TIME
‘F 2/12/2004 P&W JT15D-5 PCEJAQ0138 1144 1693.9 1693.9
4; Cor_nplied with an A-B Inspection of right engine per 400A maintenance manual P/N 128-580001-9C3 and JT15D-5
! n"!atntenance‘manual, chgpter 72-00-00. Installed 2 new ignitors. Complied with 12 month/400 hour Ol Change and
i [Filter Inspection. Beserwced with BP2380 oil. Ground run, leak and ops check satisfactory. Borescope inspection of | ———
Hot and Cold Sections complied with by P & W Naperville, in accordarice with P & W JT15D-5 malntenahce manual
chapter 72-00-00. ‘ —
1
! END —_—
' :Z)atﬁ:.fyot:iﬁ 12{04 Hour Meter: 1693.9 Total Time: 1893.2 GCycles:
. certify that In accordance with a_SCHEDULED inspection program an A-B inspection was performed on this ENGINE —
—  |and Is approved for return to service. Pertinent detalls of the | i 0 } i :
I, Undor Wogk Ordert - 455783 et de szg i ganpec on are on file at Ellioit Aviation of Minneapolis,
s |Signed .ﬁ ; Certificate Type: CRS
(Authorized Refresentative)
_,' Ellioft Aviation of Minneapclis, inc.
' 13801 Pionesr Trai}
Eden Prairle, MN 55347
— CRS #KXSRO05N
B T i 1 i
UNIT ottt Aviation of Minneapolis, Inc.
RIGHT ENGINE 13801 Pioneer Trail
REGISTRATION Eden Prairfe, MN 55347
N148GB & Certificate No. KXSRO05N
DATE MFG. MODEL SIN T80 CYCLES |HOUR METER [TOTAL TIME
05/18/04 P&W JT180-5 PCE-JAQ138 1180 1758.9 1768.9

INSTALLED OVERHALLED IGNITION EXCITER BOX P/N 9049800-4 5/N NN$7280253. OPERATIONAL CHECK

GOOD, REMOVED FUEL CONTROL ASSY. P/N 790155-6 5/N F41221. INSTALLED OVERHAULED FUEL CONTROL
ASSY. P/N 790155-10 S/N F8989, PERFORMED EEC AUTHORITY CHECGK AND ADJUSTED AS NECESSARY.

PERFORMED MIN FLOW CHECK. GROUND RUN AND LEAK SATISFACTORY.

[=h 1)
The aircraft, aitframe, airoralt engine, propeier, or appliance identified above was repaired and inspected in accordance with

cuent regufations offhe Fede atipt? Administration ang is approved for return to service. Pertinent details of the repalr are
on file at EYiolf Avtatio, QQII / fno. under work order 455956 _Date: 5M58/04
Signed. - For: CRSKXERO05N .

(Authorized Representafive)

Eitioit Aviation of Minneapalis, Inc.
1386+ Pioneer Teall
Eden Praife, MN 55347

CARRIED FORWARD

ToTAL THIS PAGE

TOTAL FROM
PREVIOUS SUMMARY

TOTAL
SINCE MFG.




MAINTENANCE RECORD

REPAIRS, ADJUSTMENTS, MODRIFICATIONS

ENTRIES. DRAW A DIAGONAL LINE THRQUGH ANY UNUSED LINES IN GATE AND TIME COLUMNS, SIGNATURE

LICENCE
NUMBER

Pratt & Whitney Engine Services, inc.

Pralt & Whitney 710 Westlake Parkway

A Unitad Tachnelogies Company Allanta, GA 30336-2020 b

CRS#: HN4R238M

10 August 2004

Alpine Leasing, LLC

N148GB, Beechjet 400A, S/N RK-185

JT15D-5 ENGINE S/N: JAO138  W/O#: Ad4244

TTSN: 1,821.0 TCSN: 1,234 TTSO: TSN TCSO: CSN

COMPLIED WITH HOT SECTION INSPECTION YA PEWC JT15D-5 M/M

3033442 REV. #29, ONE NICK ON IMPELLER VANE LEADING EDGE FOUND TO

DATE /4.4”50 Yy SIGNED W__

UNIT . ) Elliott Aviation of Minneapalis, Inc,

RIGHT ENGINE 5 13801 Pioneer Trall
REGISTRATION ELLIOTIT Eden Prairie, MN 55347

N148GB AVIATION Certificde No. KX5R005N

DATE MFG. MODEL  |S/N TSHSI CYCLES |[HOUR METER |[TOTAL TIME
11/11/2004 P&W JT150-5  |PCE-JA0138 (617 1286 1882.7 1882.7

Completed an "A" Inspection per Raytheon 400A maintenance manual PIN 1 28-590001-906) Ground run and leak check
satisfactory. b

s END
Jate;_11/11/04 Hour Meter;_1882.7 Total Time: 1882.7 Cycles: 1286 :
certify that In accordance with a RAYTHEON inspaction program an A Inspection was performed on th ENGINE,
na Is.approved for return to service, Pertinent details of the Inspactlon are on flle at Elliott Avlation of Minneapolis,

LTER Y

ne, under Work Order:, 456157 Cert, #: KX5R005N
T ——
jigned ] Cortfiflcate Type: CRS

(Authdrzed Representative)
Elllott Aviation of Minneapolls, Inc.
13801 Pioneer Trail
Eden Prairie, MN 55347

CRS #KX5R005N

MAXIMUM HOURS BETWEEN OVERHAULS HOURS,

£




ENGINE SERVICE AND

TIME SINCE
TIME RUN
DATE OVERH AUL INSTALL ATIONS, INSPECTIONS,
NOTE: USE BOTH PAGES AND AS MANY LINES AS REQUIREDR FOR COM
MRS, MIN, HRS. MIN. OMPLETE

BROQUGHT
FORWARD ——l———’

I T

R &y t h OTX) Aircraft Services RIGHT ENGINE LOG ENTRY
REG# | N148GB MFG Raytheon MODEL 400A S/N: RIK-185
WO# 27134 /27199 | A/CTT 1962.6 HR METER TOT LAND 1344
] DATE 5/10/2005 TSN 1962.6 CSN 1344 S/N: PCE-TAD]3R

D 1. Complied with A, B, and C Inspections [AW 400/400A M/M chap. 5-20-02, P/N: 128-590001-9C8,
2. Complied with 12 month/400-hour oil change 1AW the Pratt & Whitney MM P/N: 3033442 chapter 72-00-00. Serviced engine

—_— with BP 2380.

— 1 certify that the above maintenance/inspection was performed IAW current Federal Aviation Regulations. All inspections were
performed IAW 91.409 F3 Only those items specified in the Work Order have been inspected and found to be Airworthy and Returned

) to Service. No other representations concerning Airworthiness are expressed or implied.
(] .
Authorized Signature; v/ é;ﬂ _,&M_) ‘

Prinled Name : Brian Larivee L
Date : 5/10/2005 CRS KAIRGDSK
For Raytheon Aircraft Services, 8402 Nelms, Houston, TX 77061, 713-567-5000,

ARRNRRRRRER

I
]
L
1
|
|
L

Lo . . . 1 | SR
—_ ARINC SDL
15290 North 78th Way
Scottsdale AZ, 85260
— N148GB /Raytheon / Model: 400A / 8/N: RK185 / 05/09/2006 / Aircraft Hobbs: 2160.1
L/H ENGINE L.OG ENTRY
- R/ ENGINE 5/N: PCE-JA(0138

»  Complied with Raytheon Aircrafi Model 400400A R/H Engine Scheduled “A” Inspection LAW,

- Model 400/400A M. M., chapter 05-20-05.

» Performed R/H Engine Qil change, and filter inspection. Drained oil, inspected filter for contamination,
none found. Serviced Engine with § quarts of BP 2380 Oil. Performed leak check, no leaks noted at

——— this time. Work performed LAW. P&W JT15D-5 MM, chapter 72-00-00,

With regard to the work described above, ¥ certify that the above siated maintenance and/or inspection
—— was performed in accordance with the Federal Aviation Regulations and this aireraft /component is
' presently airworthy and approved for return fo service, Details axve on file under W.0, 8350.

—Jl Signed: é‘jﬁ;\ Cert.#: GTQROL7Y Date: 05/09/2006

_""'4‘ Christian Guthrie |
| | | | i
[ T 1 , ——
ENGINE S/N:JA0138 ENGINE MODEL:[T15-5 TEN:2357.8 TSHSI:536.8
AIRCRAFT S/N:RK185 DATE: 11-29-06 TAIL#: N148GB ACFTT:2337.8

COMPLIED WITH A/B INSPECTION VA/W 400/400A M/M CHAPTER 5-20-02.GROUND RAN
——— ENGINE AND NO LEAKS NOTED NO DEFECTS NOTED. ALL WORK PERFORMED V/A/W THE
. LATEST REVISED RAYTHEON AIRCRAFT BEECHIET 400 M/M AND THE PRATTS& WHITNEY

ENGINE TOTAL CYCLES SINCE NEW:1662

—— JT15-5 M/M. THIS ENGINE FOUND TO BE APPROVED FOR RE TO AY| ¢
ToTAl JAMES R, HATCHER A&P 587173334 SIGNED: %3
TO

PREVIOUs >UMMARY

TOTAL
SINCE MFG.




MAINTENANCE RECORD

REPAIRS, ADJUSTMENTS, MODIFICATIONS
ENTRIES, DRAW A CIAGONAL LINE THROUGH ANY UNMUSED LINES IN DATE AND TIME COLUMNS,

SIGNATURE

LICENCE
NUMBER

ENGINE S/N:JA0138 ENGINE MODEL:JT]5-5 TSN:2564.4 TSHSE:743.4

AIRCRAFT S/NRKIS5 DATE: 6-21.07 TATL#: N148GE ACFTT:2564.4
ENGINE TOTAL CYCLES SINCE NEW:182 '

COMPLIED WITH”A” INSPECTION IJA/W 400/400A M/M CHAPTER 5-20-62. CHANGED ENGINE

OIL USING 8 QTS. BP 2380.REPLACED BOTH IGNITORS P/N CH34659-3 USING NEW

GASKETS#3017452 GROUND RAN ENGINE AND NO LEAKS NOTED NO DEFECTS NOTED. AL
ALL
WORK PERFORMED I/A/W THE LATEST REVISED HAWKER/BEECHCRAFT BEECHIJET 400A

M/M AND THE PRATT& WHITNEY JT15-5 M/M. THIS ENGINE FO
RETURN TO SERVICE.END.
JAMES R, HATCHER A&P 587173334

SN . - . f
NGINE S/N:JAOI3R  ENGINE MODELJTIS-S — TSN:27448  TSHSL9238

IRCRAFT S/N-RK185 DATE: 11-13-67 TFATL#: N148GE AECFTT:2744.8

NGINE TOTAL CYCLES SINCE NEW:1962
REMOVED AND REPLACED ENGINE OIL FILTER-PAN #3036376 ISING NEW PACKINGS

§3209-140, AS3209-214, AS3209-110 GROUND RAN ENGINE AND NO LEAKS NOTED . ALL

‘ORK PERFORMED VA/W THE LATEST REVISED HAWKER/BEECHCRAFT BEECHJET 400A

I/M AND THE PRATT& WHITNEY JT15-5 MM PRATT & WHITNEY WORK
UTHORIZATION #WA24646. THIS ENGINE FOUND TO.BE APPROVP
SRVICE.END, -

AMES R, HATCHER A&P 587173334 - SIGNED:

ENGINE S/N:JAG138 ENGINE MODEL:JT15-5 TSN:2755.9 TSHSI:934.9
AIRCRAFT S/N-RK185 DATE: 11-20-2007. TAIL#: NI48GB ACTFTT:2755.9
ENGINE TOTAL CYCLES SINCE NEW:1972 .

COMPLIED WITEP'B” INSPECTION I/A/W460/400 A M/ CHAPTER 5-20-02. SERVICED WITH P
2380 OIL.GROUND RAN ENGINE AND NO LEAKS NOTED. NO DEFECTS NOTED. AL, WORK
PERFORMED. I/A/W THE LATEST REVISED HAWKER/BEECHCRAFT_BEECHIET 400A M/M AND

THE BRATT& WHITNEY JT15-5 M/M. TIIS ENGINE FOUND TO BE ABP
TO SERVICE.END,
JAMES R, HATCHER- AP 587173334 SIGNED:;

ENGINE $/N:JA0138  ENGINE MODEL:FT155  TSN:2781 1 TSHSL:960. 1

AIRCRAFT S/N:RK185 DATE: 12-3-2007 TAH#: NHSGB ACFTT:2781.1
ENGINE TOTAL CYCLES SINCE NEW: 1994

ADJUSTED EEC AUTHORITY TO SPECIFIED LIMITS AS OUTLINED- IN THE L.ATEST REVISED

PRATT& WHITNEY JT15-5 M/M. REFERENCE: P&WC WORK AUTIHORIZATION NUMBER

#WA24780.  THIS ENGINE FOUND TQ BE APPROVED FOR (0] CE.END,
JAMES R. HATCHER, A&P 587173334 SIGNED:

MAXIMUM HOURS BETWEEN OVERHAULS HOURS,

L

Sovear:




ENGINE SERVICE AND

TIME SINCE
TIME RUN OVERH AUL INSTALL ATIONS, INSPECTIONS,

DATE NOTE: USE #QTH PAGES AND AS MANY LINES AS REGQUIRED FOR COMPLETE
HRS. MIN, HRS. MIN.
BROU ™~ o STt T :
Soaw ENGINE S/N:JAQ138  ENGINE MODEL:JTIS-5 ~ TSN:2808, TSHSI:987.0 -
'~ AIRCRAFT S/NRK185 DATE:01-08-008  TAIL# NI148GB ACFTT:2808.0
. ENGINE TOTAL CYCLES SINCE NEW:2017 B

| REMOVED AND REPLACED HMU P/N #3119550-02, 8/N OFF-#F8989, S/N-ON#F8990

] > - IN
———  PACKINGS #AS83209-016 & #AS53209-010 I/A/W CHAPTER73-20-02 IN THE LATEST g]SEVIgEN];E‘:W
PRATT& WHITNEY JT15-5 M/M. REFERENCE; P&WC WORK AUTHORIZATION NUMBER

| 4WA24835. THIS ENGINE FOUND TO BE APPROVED FOR RE O SERVJCEE
———  JAMESR. HATCHER A&P 587173334 SIGNED: , ;
i .

0 e . ' |
ENGINE S/N:JAQ138 ENGINE MODEL;JT15-5 TSN:2843.8 TSHSE:1022.8
AIRCRAFT S/N:RK185 DATE: 2-05-08 TAIL#: N148GB ACFTT:2843.8

ENGINE TOTAL CYCLES SINCE NEW:2044 |
N MOVED AND REPLACED STARTER GENERATOR FROM THIS ENGINE P/N 45AS88501 017

| S OFF-#92503 S/N ON-#98828 . GROUND RAN ENGINE . CHECKS N
| YOUND TO BE APPROVED FOR RETURN TO SERVICE.END. s I

JAMES R. HATCHER A&P 587173334 SIGNED: C /.

l ] I 1 ! T . AE

i

——  ENGINE $/N:JAG138 ENGINE MODEL:JT15-5  TSN: 2957.0 TSHSI:1136.0
| 'AIRCRAFT S/N:RK185 DATE: 4-21-2008 TAIL#: N148GB ACTTT:2957.0 —_—
ENGINE TOTAL CYCLES SINCE NEW:2123
— COMPLETED A CHECK ON THIS ENGINE USING FORMS FROM THE LATEST REVISED - ..
— HAWKER/ BEECH M/M CHAPTER5-20-02. AND THE PRATT & WHITNEY CANADA M/M. S
PERFORMED ANNUAL ENGINE OIL CHANGE AND SERVICED WITH BP/2380 TURBINE OIL,
——  GROUND RAN ENGINE NO LEAKS NOTED THIS ENGINE FOUND TO BE ABBROVEP FO _—
RETURN TO SERVICE.END.
—— JAMBSR.HATCIER  A&P 587173334 SIGNED:
—
——m——ﬁ e ——————
| ENGINE S/N:JA0138 ENGINE MODEL:JT15-5  TSN:3164.1 TSHSI:1343.1 —_——
:  ATRCRAFT S/N:RKI18S DATE: 10-02-08 TAIL#: N148GB ACFTT:3164.1
"‘_4 ENGINE TOTAL CYCLES SINCE NEW:2272 —_—
— Complied with A/B/C Inspection using forms from the Hawlker Beechj.et 400A Igteractlve Maintenance I
 Library IML-400/A Rev 33, August 2008 5-20-02, and the Pratt& Whitney Canada JT'15D-5 M/M 3033442
——  Rev 34, August 2008, E—
| Replaced engine ignitors p/n 3017542 using new gaskets 3017452
" Complied with P&WC Service Bulletin #7591 and # A7611R1/Hawker Beech bulletin #73-388R1
luded instructions. Work Authorization# 1002750 & —_—

——— agperine

‘ This engine found to be approved for return to service, J#
_— James R. HatcherA&P 587173334 Signed: _ Yegsete -, |
‘ Mark A. Ochs IA #324663586 Signed: LA A :
' ¥ R | 1 ol o ] —
——— ENGINE S/N:JA0138 ENGINE MODEL:JT15-3 TSN:3201.0 TSHSI: 1380 e
- AIRCRAFT S/N:RK185 DATE: 12-16-08 TAIL#: N148GB ACFTT:BZO———I.O

~—— ENGINE TOTAL CYCLES SINCE NEW:2304 ‘
rota Complied with AD 2008-24-10 by previous complying with setvice bulletins listed in the AD mentioned.
—=5 Referto previous entry dated 10-02-08. Work petformed JA/W latest evised PW&C JT15D-5 M/)

previ #34 and AD 2008-24-10 work instructions. This engine found to be QpProyiRt 1ot refin to sgfvigh
=== |AMES R. HATCHER A&P 587173334 SIGNED:

18



MAINTENANCE RECORD

ENGINE S/N:JAQ138 ENGINE MODEL:JT13-5 TSN: 3281.6 TSHSI:1460.6
AIRCRAFT S/N:RK185 DATE: 04-27-09 TAIL#: N148GB ACFTT:3281.6 ‘URE
{NGINE TOTAL CYCLES SINCE NEW:2362

LICENCE
NUMBER

~omplied with 12mo./ 400 hour oil change. Removed , cleaned , inspected and reinstalled oil filter and
erviced engine with BP2380 oil. Work performed VA/W latest revised PW&C JT15D-5 M/M #3033442

ev. #35 This engine found to be approved for return to service. End

James R Hatcher A&P 587173334 Signed:

INE: S/N:JA0138 ENGINE MODEL:JT15D-5 TSN:3370.6 TSHSI:1549.6

-RAFT S/N:RK185 DATE: 8-10-2009 TAIL#: N148GB ACFTT:3370.6
INE TOTAL CYCLES SINCE NEW:2421

slied with A Inspection using forms from the Hawker Beechjet 400A Interactive Maintenance Library

400/A Rev 37, April 2009 5-20-02, and the Pratt& Whitney Canada JT15D-5 M/M 3033442 Rev 35,

:008.Ground ran engines, both ops checks normal. No leaks noted.
:ngine found to be approved for return to ser% ‘
mes R. Hatcher I A. 587173334  Signed:; =

- n—_— - C/ s - . PR

Business Jet Access

8611 Lemmon Ave,
Dallas, Texas 75209

Log Book Entry
November 30, 2009

Tefphone: (214)654-1500 Fax (214)-442-5495
Engine IT15D

Registration #; N148GR A/C Serial Number: RK185

VI Mod: Pratt & Whitne ” Total AC Time; 3,440,0 Total AC .
¥ ITISD-5D Serial Numhey: JACI38 " Cyeles: 2,471
2osition: 2 : TSN 3,440.00 CSN: 24
¥ H " 7'[
Entries  Ttenm/Squawk Worl Order No: BIA-5421
' 1.1 REMOVED #
: ‘ 2 ENGINE HYDROMECHANICAL ME RIN '
F8990 AND INSTALLED 0VH vy P/NN7190155. e UNIT (HMU) PAN: 790155-10 Sy

. PERFO
IAW PRATT AND WHITNEY JT15D.5 MM 100,00, RMED SATISFACTORY GROUND TEST

4o L _LA__L__ALI -.L[_J_l

ignatur
= . Certificate #;
?; : il Date: gt/ 2

“ON Bupgoel) wuoy ¢

MAXIMUM HOURS BETWEEN OVERHAULS HOURS.
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: o Book
Business Jet Access Log Book utry

8611 Lemmon Ave. s February 18,2010
Dallas, Texas 75209
Telephone: (214)-654-1500 Fax: (214)-442-5495
ngine Engine 2
egistration #:  N143GB AJC Serial Number: RK185 Total AC Time: 3 487.7 Total AC Cycles: 2,512
[K/Mod: Pratt & Whitney IT15D-5D Serial Number: PCE-TA013{ TSN: 3.487.70 CSN: 2,512
gsition: 2 Work Order No: BJA-5664
Entries ltem/Squawk
* 31 C/W TASK 957001 - SB 7001 - TURBOFAN ENGINE APPROVED LISTING OF SYNTHETIC
LUBRICATING OILS
* 32 C/W TASK 790001.1 - # 2 ENGINE - OIL CHANGE IAW P&WC LMM 72-00-00.
¥ 3.3 /W TASK 790005 - # 2 ENGINE - OIL FILTER INSPECT. REMOVED AND REPLACED OIL

FILTER, P/N 3036376 IAW P&WC LMM 79-20-01, LEAK AND OPS TEST GOOD

THE ABOVE LISTED MAINTENANCE WAS PERFORMED ON N148GB TX IN ACCORDANCE
WITH APPROVED MAINTENANCE MANUAL AND FAR 91.409 (F) (3), AND WAS INSPECTED,
AND WAS FOUND TO BE IN AN AIRWORTHY CONDITION AND IS APPROVED FOR RETURN
TO SERVICE; ALL PERTINENT DETAILS, REPAIRS AND DISCREPANCIES ARE ON FILE A
BUSINESS JET SERVICES LTD, DALLAS, TX

Signature: M/ M Certificate #: M1 2T 2372 Date: 2=} 6-/0
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L-3 Communications Log Book Entry

10001 Jack Finney Blvd {CBN-069) March 30, 2010

Greenville, TX 75402 Telephone: 903-408-8346 Fax: 903-457-3585

Aircraft  Engine
Registration#: N148GB  Aircraft Serial Number: RK185 Total AC Time: 3525.0 Total AC Cycles: 2534

MK/Mod: Raytheon Aircraft Company

Entries  ltem/Squawk

1.1 Swapped EEC Part# 7&?@(?3_ serial # 971 05{5*[, now on Left Engine (PCE-JAD135)
Y-uJ
Swapped EEC Part# ‘7}’@?3}- Seriald ?7 i ’07fﬂ now on Right Engine (PCE-JAQ138)

Y0 .
Troulfle shooting of intermittent EFC failure at high altitude.

Certificateft: AP 2771974 Date: 03-30-2010

W75/ Y

Signature:

Scott Hull




Business Jet Access

Log Book Entry

8611 Lemmon Ave, May 04, 2010
Dallas, Texas 75209
Telephone: (214)-654-1500 Fax: (214)-442-5495
Engine FENGINE #2
Registration #: NIi48GB AJC Serial Number: RIC185 Total AC Time: 3,558.4 Total AC Cycles: 2,554
MK/Mod: Prait & Whitney IT15D-5D Serial Number: PCE-IA013§ TSN: 3,558.40 CSN: 2,534
Position: 2 Work Order No: BJA-5868
Fntries Item/Squawk
* 3.1 C/W TASK 720005 - P & WC # 2 ENGINE MINOR PERIODIC INSPECTION [AW PRATT AND
WHITNEY LMM 72-00-00 TABLE 601. OPS AND LEAK CHECKS GOOD.
* 3.2 C/W TASK 730020 - # 2 ENGINE FUEL PUMP OUTLET FILTER (10 MICRON})
INSPECTION/REPLACEMENT IAW PRATT AND WHITNEY LMM 72-00-00 TABLE 601. OPS AND
LEAK CHECKS GOOD.
¥ 3.3 C/W TASK 740010 - # 2 ENGINE IGNITER PLUGS INSPECTION IAW PRATT AND WHITNEY
LMM 72-00-00 TABLE 601. OPS AND LEAK CHECKS GOOD.
* 34 C/W TASK 740015 - # 2 ENGINE SPARK IGNITERS OPERATIONAL TEST IAW PRATT AND

WHITNEY LMM 72-00-00 TABLE 601. OPS AND LEAK CHECKS GOOD.

THE ABOVE LISTED MAINTENANCE WAS PERFORMED ON N148GB IN ACCORDANCE WITH
APPROVED MAINTENANCE MANUAL AND FAR 91.409 (F) (3), AND WAS INSPECTED, AND
WAS FOUND TO BE IN AN AIRWORTHY CONDITION AND IS APPROVED FOR RETURN TO
SERVICE; ALL PERTINENT DETAILS, REPAIRS AND DISCREPANCIES ARE ON FILE A
BUSINESS JET SERVICES LTD. DALLAS, TX.

A7 &
Certificate #:7—%&.9% éﬁ@ Date: ;/4//0

= ‘ 777
BIA_WorkOrderLogBook2.ipt Paped-ofd- Printed: 5/4/2010 11:46:23AM
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Business Jet Access

8611 Lemmon Ave.
Dallas, Texas 75209

Log Book Entry
September 30, 2010

Telephone; (214}-654-1500 Fax:  (214)-442-5493
Engine ENGINE #2
Registration #: N148GB A/C Serial Number: RK185 Total AC Time: 3,650.9 Total AC Cyeles: 2,607
MK/Mod: Pratt & Whitney JT15D-5  Serial Number: PCE-JA013§TSN: 3,599.70 CsN: 2,575
Position: 2 Work Order No: BJA-6318
Entries  Item/Squawl
* 3.1 REMOVED #2 LOANER ENGINE P/N: 3030100 MODEL JT15D-5 8/N: PCE-JA0691 - TSN 670.0 CSN

564 AND INSTALLED OVERHAULED ENGINE P/N: 3030100 MODEL JT15D-3 S/N: PCE-JAO138
IAW BEECHJET 400 MM 71-00-00 AND PRATT AND WHITNEY JT15D-5 LMM 71-00-00 AND
72-00-00. GROUND CHECKS, OPERATIONAL CHECKS, AND LEAK CHECKS GOOD.

C/W TASK 720020 - ENGINE OVERHAUL. ENGINE OVERHAUL PERFORMED BY PRATT &
WHITNEY ENGINE SERVICES CRS# LMIR301K UNDER WORK ORDER 164951 ON 9/14/10.
CW TASK 720010 - RIGHT ENGINE HOT SECTION INSPECTION.

CW TASK 720005 - P&WC MINOR PERIODIC INSPECTION.

CW TASK 720002.1 - RIGHT ENGINE ISOLATOR MOUNTS INSPECTION.

C/W TASK 790001.1 - OIL CHANGE - BEECHIET MANUAL REQUIREMENTS.

CW TASK 243044 - INSTALLED RIGHT ENGINE STARTER GENERATOR PN 45A888801-017 SN
98828 CONTINUED SERVICE,

CW TASK 2840505 - INSTALLED RIGHT ENGINE FUEL FLOW TRANSMITTER PN 5/8-1-81-303
SN 512163 CONTINUED SERVICE,

CW TASK 2910505 - INSTALLED RIGHT ENGINE HYDRAULIC PUMP PN 45A565020-001 SN
MX-591914C CONTINUED SERVICE.

THE ABOVE LISTED MAINTENANCE WAS PERFORMED ON N148GB IN ACCORDANCE WITH
APPROVED MAINTENANCE MANUAL AND FAR 91.409 (F) (3), AND WAS INSPECTED, AND
WAS FOUND TO BE IN AN AIRWORTHY CONDITION AND IS APPROVED FOR RETURN TO
SERVICE; ALL PERTINENT DETAILS, REPAIRS AND DISCREPANCIES ARE ON FILE A
BUSINESS JET SERVICES LTD. DALLAS, TX.

2
Certificate #: g*' ST j; j/ Date: 9{7 i’% &

BJA WorkOrderLogBook?2.rpt

Page 3 of 3 Printed: 9/30/2010 9:17:48AM

Rel: 4




1

Business Jet Access

Log Book Entry

8350 DENTON DRIVE June 24, 2011
DALLAS, Texas 75233
Telephone: (214)-654-1500 Fax: (214)-442-5495
Engine ENGINE #2 JT15D-5
Registration #: N1438GB A/C Serial Number: RK185 Total AC Time: 3,805.2 Total AC Cycles: 2,714
MEK/Mod: Pratt & Whitney JT15D-5  Serial Number: JTA0138 TSN: 3,754.00 CSN: 2,682
Position: 2 Work Order No: BJA-7290
Entries  Item/Squawk
# 4.1 C/W TASK 720005 - #2 P&WC MINOR PERIODIC INSPECTION ON #2 ENGINE. INSPECTED ALL
LISTED COMPONETS IN TABLE 601 OF THE PERIODIC INSPECTION, REMOVED OIL FILTER
CLEANED AND REINSTALLED WITH NEW PACKINGS, REMOVED FUEL FILTER P/N 3059778-1
AND INSTALLED NEW FILTER P/N 3059779-01 WITH NEW PACKINGS, FOUND NO
ABNORMALITIES, ALL GOOD TAW PRATT & WHITNEY JT15D-5 MM CH 72-00-00. OPS AND
LEAK CHECK GOOD,
* 4.2 COMPLIED WITH 740010 #2 ENGINE IGNITER PLUGS INSPECTION AND FOUND NO
ABNORMALITIES AT THIS TIME ALL DONE IN ACCORDANCE WITH PRATT & WHITNEY
FT15D-5 MM CH 74-00-00. ‘
* 4.3 COMPLIED WITH 740015 #2 SPARK IGNITERS OPERATIONAL TEST AND FOUND NO
ABNORMALITIES AT THIS TIME ALL DONE IN ACCORDANCE WITH PRATT & WHITNEY
IT15D-5 MM CH 74-00-00.
* 4.4 COMPLIED WITH 790001.1 #2 ENGINE OIL CHANGE. DRAINED ALL OIL FROM ENGINE AND

REMOVED AND CLEANED OIL FILTER. INSTALLED NEW PACKINGS AND REINSTALLED
FILTER, AND SERVICED ENGINE TO PROPER OIL LEVEL USING 2380 OIL. OPERATED ENGINE
AND LEAK CHECKED OPS CHECKED ENGINE GOOD IAW PRATT & WHITNEY JT15D-3 MM CH
72-00-00 AND 79-30-01.

[ CERTIFY THAT THE ABOVE LISTED INSPECTIONS AND MAINTENANCE WERE
COMPLETED, ON AIRCRAFT N148GB, IN ACCORDANCE WITH A RECOMMENDED
MANUFACTURE'S INSPECTION PROGRAM AS REQUIRED BY 14 CFR 91.409(F)(3) AND
CURRENT MANUFACTURES MAINTENANCE MANUALS. SO FAR AS THE WORK PERFORMED
THE AIRCRAFT IS IN SAFE CONDITION FOR FLIGHT AND IS APPROVED FOR RETURN TO
SERVICE. ALL PERTINENT DETAILS OF THE ABOVE REFERENCED WORK ARE ON FILE AT
THIS REPAIR STATION, FAA CRS Z5JR953Y.

Certificate #: CRS ZSJ R953Y Date: (p~2 3~/

Signature: M //M
/7

BJA WorkOrderLogBook2.rpt

Page 5 of 5 Printed: 6/24/2011 10:20:30AM
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MAINTENANCE RECORD 6
Cutter Aviation Dallas, Inc. —
| 1500 East Industrial Boulevard Suite 100 £
Leading the Business of Aviation McKinney, Texas 75069 ?
Registration: | N148GB Hour Meter 971.7 —
viodel No. | 400A Right Engine Log Entry Total Time | 3894.3
serial No. RE-185 Cycles 2781 —
‘erformed an A and B Inspections in accordance with the Hawker 400A series maintenance manual 5-20-02 checklist., —
certify this engine has been inspected in accordance with FAR 91,409 () (3) and has been dstermined to be in airworthy condition.
“he aircraft/component identified above was maintained or altered in accordance with current regulations of th AviatigpgfAdministration and is —_
ipproved for retum to service for the work performed. All dismapted systems were restored and functionally d iwaccordapte with mfg’s instructions,
‘ertinent details of the repair are on file af this repair station under Work Order: 06M-2808 —
,
Date: December 30, 2011 CRS# UXCR663X Whristopher Gradisar | —
] iy i Cutter Aviation Dallas, Inc. o
» o [ 1500 East Industrial Boulevard Suite 100 -
|| Lemding the Business of Aviation McKinney, Texas 75069 -
—4| Registration: | N148GB Hour Meter 1119.3 _
_ || ModelNo. | 400A Right Engine Log Entry Total Time | 4091.0 |
Serial No. REK-185 Cycles 2910 F
—{} Performed an A Inspections in accordance with the Hawker 400A series maintenance manual 5-20-02 checklist. 5_ '
Performed #2 engine ignitor plug inspection, found to be within limits at this time. No defects, P&W MM 74-20-02. I
=1| Replaced #2 engine fuel pump outlet filter with new PN 572744 AW Pratt & Whitney MM 72-00-00. secured no leaks, —

Performed Engine #2 minor periodic inspection in,accordance with IT15D-5 MM 70-00-00. No defects noted.
Performed Engine #2 spark ignitors operational test. Operational check good at this time, MM 74-00-00.

—!} Performed Engine #2 oi change in accordance with P&W MM 72-00-00, no leaks. Added 7quarts BP2380,
Complied with Engine #2 service bulletia 72-7630. Found SN M1 1082 te be affected. Removed cooler for replacement. Installed

— | overhauled cooler PN 3117056-01 A SN IM/PW050775 IAW MM 73-10-01. leak check good at this time,

1 certify this engine has been inspected in accordance with FAR 91.409 (f) {3) and has been determined to be in airworthy condition,

The aircraft/component identified above was maintained or aliered in accordance with current regulations of the Federat Aviation Administration and is
approved for return to service for the work performed. All disrupted systems were restored and functionaily tested in accordance with mfg’s instructions.
Pertinent detatis of the repair are on file at this repair station under Wozl Order: 06M-2678

Date:

July, 112012

CRS# UXCR663X

//"’/ %—Zé—’”—' Robert Fulcher
ST —t= - S =

; » g” - ) Cutter Avigtion Dallas, Inc. s,

| B | 1500 East Industrial Boulevard Suite 100 o

| Leading the Busingss of Aviation McKinney, Texas 75069 i

‘| Registration: | N148GB Hour Meter 1119.3

| ModeINo. | 400A Right Engine Log Entry Total Time | 4091.0
Serial No. RK-185 Cycles 2910

°1 Oil filter replacement not due at this time, oil was changed due to inferval of Avtrak, not due to condition of oil. MM states oil filter
change dug at oil changes en a on condition basis by technician.

The aircraft/component ide:ntiﬁed above was maintained or altered in accordance with current regutations of the Federal Aviation Administration and is
approved for Teturn to service for the work performed. All disrupted systems were restored and functionally tested in accordance with mfg’s instructions,
Pertinent details of the repair are on file at this repair station under Work Qrder: 06M-2978

Robert Fulcher

| pate: sy, 112012 CRSHUXCR663X  Zolpl
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ENGINE SERVICE AND

” Cuiter Aviation Dallas, Inc. ‘ -
Fwmbil) L ) 1500 East Industrial Boulevard Suite 100 -
Leading the Business of Aviation McKinney, Texas 75069 ]
Registration: N148GB A/ICTT 4226.6
Model No. | 400A Right Engine Log Entry | Engine TT | 4175.4
Serial No. RK-185 Eng/Cycles 2083

Porformed a C,B,A Inspection in accordance with the Hawker 400A series maintenance manual 5-20-02 checklist,
Removed engine oil filler tube and replaced 2ea orings PN AS3209-020, Reinstatled tube and leak check good, Referenced Pratt &

Whitney MM 79-00-00.
1 certify this engine has been inspected in accordance with FAR 91.409 (f) (3) and has been determined to be In atrworthy condition.

The airoraft/component identified above was maintained of aitered in accordance with current regulations of the Federal Aviation Administration and is
approved for return to service for the work performed. All disrupted systems were restored and functionally tested in accordance with mfg’s instructions.
Pertinent details of the repair are on file at this repair station under Work Order: 06M-3198 R

Date: Mérch, 14 2013 CRS# UXCR663X M Robert Fulcher

#2 Engine Log Book Date: 11-6-13 W/0:13-1773
N148GB Eng Mfg.: PEW Model: JT15D-5
AFTT: 4417.8 TSN: 4366.4 §/N: PCE JA-0138
AFTC: 3140 CSN: 3108

Complied with the following scheduled maintenance:
1. 200 hour minor inspection.

Complied with the following unscheduled maintenance:
1. Replaced discrepant outboard igniter with new P/N CH34659-3, S/N Off: 2C09 On: 4D12.
2. Re-torgued engine main fuel line to mitigate leak.

1 certify this engine has been inspected and/or repaired In accordance with FAR 91,409 (O (3) and current
manufacturer’s maintenance manuals. It has been found to be airworthy and is approved for return to service with
respect to the work performed. For further detalls and information reference W.0. 13-1773 on file at Baker
Aviation Maintenance,

—
Inspected By: 7 Kenneth Slajer

Baker Aviation Maintenance LLC / CRS 5BVR011C Office:  (972) 248-0457
4700 Glenn Curtiss Dr. Addison, Texas 78001

| | | l |

|3 13}

I I I l—

A e
‘ Cutter Aviation Dallas, Inc.
g ) 4500 Claire Chennault Dr.
Addison, TX 75001

Leading the Bushiess of Aviation

Registration: | N148GB : AICTT 4565.6
Model No. 400A Right Engine Log Entry Engine TT 45144
Serial No. RK-1385 BEng/Cycles 3195

Performed an A&B Inspection in aocordance with the Hawker 400A seties maintenance manual 5-20-02 checklist.
1.certify this engine has been inspected in accordance with FAR 91.409 (f) (3) and has been determined to be in airworthy condition.
The aircrat/component identified above was maintained or altered in accordance with current reguiations of the Federal Aviation Administration and is

approved for return to service for the work performed. All disrupted systems were restored and functionally tested in accordance with mfg’s instructions.

Pertinent details of the repair are on file at this repair station under Work Order: 06M-3540
é / ,% d z Robert Fulcher

Date: April 4 2014 CRS# UXCR663X

TOTAL
SINCE MFG.




MAINTENANCE RECORD

REPAIRS, ADJUSTMENTS, MODIFICATIONS . :
ENTRIES. DRAW A DIAGONAL LINE THROUGH ANY UNUSED LINES IN OATE AND TIME COL UMNS. SIGNATURE :'S:;g:
L-3 Communications Log Book Entry
10001 fack Finney Blvd {CBN-069) April 18, 2014
Greenville, TX 75402 Telephone: 903-408-8346 Cell: 903.274.6792

Engine: Pratt & Whitney JT15D PCE-JAD138 Right Engine
Registration#: N148GB  Aircraft Serial Number: RK185 MK/Mod: Raytheon Alrcraft Company

Total AC Time: 4579.7 Total AC Cycles: 3230 Engine Time: 4528.5 Engine Cycles: 3208

Entries  Item/Squawk

1.1 Bird strike reported on right hand engine. Performed visual and BSI per Pratt &
Whithey MM 71-00-00. Inspected fan blades, stator blades and engine nacelle for
damage. No evidence of entry into the engine core. No defects or damage noted.

1.2 Function check good. Referanced Pratt & Whitney MM 71-00-00

The above maintenance was performed on N148GB in accordance with the approved
maintenance manual and FAR 91.403 (F) (3}, N148GB was inspected and found to be in
an airworthy-condition. N148GB is approved for return to service,

Signatw {j A&P Certificate#t: 3527509 Date: April 18, 2014
Danie@! Schaffhause

MAXIMUM HOURS BETWEEN OVERMAULS HOURS,
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A ‘ ' ENGINE SERVICE AND

TIME SINCE
TIME RUN OVE RH AL INSTALL ATIONS, INSPECTIONS,

DATE NOTE: USE BOTH PAGES AND AS MANY LINES AS REQUIRED FOR COMPLETE
HRS, MIN. HRS. MIN. .

BROUGHT '
FORWARD

» ) Chutter Aviation Dallas, Inc, o T
4500 Claire Chennault Dr. e N

Leading the Business of Aviation ~ Addison, TX 75001 : 1 —_
Registration: | Ni48GB A/CTT 4579.9 "
Model No. | 4004 Right Engine Log Entry Engine TT | 4528.7
Serial No, REK-185 Fng/Cycles 3309

¥Removed cleaned and inspected right hand engine oil filter due to bypass light illumination. No def i i
R e s efkor on ok MM 79.20.00, VP I ion, No defects noted Reinstalled oil filier and
¥Bird strike reported on right hand engine, Performed compressor wash in accordance with Pratt & Whi

ke rep ine. Per’ itney MM 71-00. Removed
outboard igniter. F’erformefi bprcscope mgpectlon of fan, booster, front face of impeller, interior of combustion liner and fuel nozzles, No —_—
defects noted, Reinstalled igniter and saftied. Function check good. Referenced Pratt & Whitney MM 71-00-00 '

The aircraft/component idqntiflcd above was maintained or :ftltercd in accordance with current regulations of the Federal Aviation Administration and is
appr‘oved for return to service for the work pgrformed. All disrupted systems were restored and functionally tested in accordance with mfg’s instructions
Pertinent details of the repair are on file at this repair station under Work Order; 06M-3555 '

, Date: April 23, 2014 CRS# UXCR663X M/ Robert Fulcher [——

- Cutter Aviation Dallas, Inc.
» ) 4500 Claire Chennault Dr.
Addison, TX 75001

Leading the Business of Aviation

Registration: | N143GB . . A/CTT 4651.7 -
Model No. 400A nght Engine Log Entry Engine TT 4600.5 .
— [ Seriai No. | RK-185 JT15D-5 SN PCE-JAQ138 Eng/Cycles | 3250 -

___ [ ™Drained oil and removed oil Tilter PN 3073301-01 and replaced with now filter PN 3073301-01, serviced engine with 7quarts of BP2380. |-

performed operational check with no leaks. Saftied as required. :
i I The aircraft/component identified above was maintai =d or altered in accordance with current regulations of the Federal Aviation Administration and is r
! approved for retum to service for the work performed. All disrupted systems were restored and functionally tested in accordance with mfg’s instructions. ]
? —| Pertinent details of the repair are on file at this repgr station under Work Otder: 06M-3571 -
=l Date: Tuly, 14 2014 / CRS# UXCR663X Méé/ * Robert Fulcher |-
i i | | 1 | | . B i i :
T SRS S i s D (eSO —_ — .
T Cutter Aviation Dallas, Inc. - ; -
! » w 1 [” ) 4500 Claire Chennault Dr. ‘: RS
—  Leading the Business of Aviation Addison, TX 75001 SR Y 5 ; -
— [ Registration: | N148GB . . ACTT 4764.9 -
| Model No. [ 400A Right Engine Log Entry Engine TT__| 4713.7 )
{ Serial No. RK-185 PN JT15D-5 SN PCE-JA0138 Fng/Cycles .| 3317
| Performed an A Inspection in accordance with the Hawker 400A series maintenance manual 5-20-02 checklist. -
| Performed right hand power plant, pylon, and nacelle 200 hour inspection.
~—| Removed arid replaced left hand fuel pump outlet filter with new PN 651540 with o-rings from 100 hour kit, Secured and saftied. -
1 Operational check good. No leaks. ’ _
=™ Repositioned bleed air v-band clamp and saftied as required.
__| 1 certify this engine has been inspected in accordance with FAR 91,409 (£} (3) and has been determined to be in airworthy condition. -
F The aircraft/component identified above was maintained or attered in accordance with current regulations of the Federal Aviation Administration and is
— approved for return to service for the work performed. All disrupted systems were restored and functionally tested in aceordance with mfg’s instructions, -
! Pertinent details of the repair are on file at this repair station under Work Order: 06M-3743 yl
| Daté:© November, 222014 CRS# UXCR663X W ZZ«——~ Robert Fulcher

CARRIED FORWARD

1 TOTAL THIS PAGE

TOTAL FROM
PREVIOUS SUMMARY
e ==

TOTAL
SINCE MFG.




MAINTENANCE RECORD 8
Ty Cuiter Avia;i;m Dallas, Inc.
»g -/ ) 4500 Claire Chennault Dr. e
%_ Leading the Business of Aviation Addison, TX 75001 -
Registration: | N143GB . . A/CTT 4796.0
—( Model No. | 400A Right Engine Log Entry Engine TT | 4744.8
Serial No. RK-185 PN JT15D-5 SN PCE-JA0138 Eng/Cycles 3337

Performed an A, B, C & D Inspection in accordance with the Hawker 4004 series maintenance manuaj 5-20-02 checklist,

Complied with Pratt & Whitney minor periodic inspection in accordance with JT15D-5 maintenance manual,

Removed and replaced fuel pump outlet filter and o-rings with new in accordance with Pratt &Whitney MM 73-10-02,

Performed left and right igniter inspection in accordance with MM 74-00-00, No defects noted. A

Performed oil filter inspection in accordance with Pratt & Whitney MM 79-20-01. No defects noted.

Removed and replaced right thrust reverser hydraulic stow line with new PN AE2463739G0166 in accordance with MM 78-30-00.
Operational check good, with no defects or leaks,

Removed and replaced right inboard oil line on right engine with overhauled PN 3038819 in accordance with Pratt MM 79-00-00,
Operational check good. No leaks

Complied with AD 2001-03-06 inspection of left and right supply tube bellows assembly in accordance with AD service instructions, No
defects noted at this time. Next due at ACTT 5196.0,

Performed inspection of right engine bleed air supply tube bellows inspection in accordance with as stated above.

Performed right engine carry-through bolt replacement in accordance with MM 04-00-02,
bolts with new 8ea PN NAS6205-1 I (alternate to NAS 1105 bolts), 16ea PN NAS1149D05634 (washers), and 8ea PN NAS679A5 {outs).
Torqued as required.

71-00-00 and 20-10-05. Removed and replaced

(3) and has been determined to be in airworthy condition,

1 certify this engine has been inspected in accordance with FAR 91.409 (f)
The aircraft/component identified above was maintained or altered in accordance with current regulations of the Federal Aviation Administration and is
approved for retutn to service for the work performed. All disrupted systems were restored
Pertinent details of the repair are on file at this repuir station under Work Order: 06M-3765

and functionally fested in accordance with mfg’s instructions.

SERRRRNRERRD

Date: January, 21 2015 CRS# UXCR663X W\ Robert Fulcher
— YT " Cutter Aviation Dallas, Inc.
p > 7 > 4500 Claire Chennanlt Dr. .
Leading the Business of Aviation Addison TX 75001 .

Registration: | N148GB . ACTT 1978.6
Model No. __| 400A RH Engine Log Entry Engine TI' | 4897.6
Serial No. RK-185 Eng Cycles 3429 -
Removed T5 variable resistors P/N: 3028018 S/N: 1097 from left engine and P/N: 3028018 S/N: 1197 from right engine. Installed P/N: "
3028018 S/N: 1097 on right engine. Set variable resistor on right engine for resistance on engine data plate, Installed P/N: 3028018 S/N: :
1197 on left engine. Set variable resistor en left engine for resistance on engine data plate. Performed engine run on #1 and #2 engine, ITT |_
operational check normal. Referenced Pratt & Whitney JT15D-5 maintenance manual 77-00-01 item 6B,

| The aircraft’component identified above was maintained or altered in accordance with current tegulations of the Federal Aviation Administration and is -
approved for return to service for the work performed. All disrupted systems were restored and functionally tested in accordance with mfi’s instructions, :
Pertinent details of the repair are on file at this repair station under Work Order: 06M-3909 -

| Date: June, 24 2015 CRS# UXCR663X W Robert Fulcher |-

> CUN> |

" Cutter Aviation Dallas, Inc.

4500 Claire Chennault Dr.
—|  teading the Business of Aviation Addison, TX 75001 —_
——| Registration: | N148GB . : . A/CTT 49637 .
Model No, | 400A Right Engine Log Entry Engine TT | 4912.5 |
— I Serial No. RK-185 PN JT1SD-5 SN PCE-JA0138 Eng/Cycles | 3443 —

Performed an A, Inspection in accordance with the Hawker 400A seriés maintenance manual 5-20-02 checklist,
Complied with Pratt & Whitney minor periodic inspection in accordancs with JT15D-5 maintenance manual,
Removed and replaced 2(qty) Adel clamps with new PN M821919WH4 on engine drain. Referenced MM 71-00-00,

Gained access to Right engine inboard thrust reverser actuator and found aft fitting leaking, Removed fitting and found packing to be hard,
1 Replaced old packing with new P/N MS28778-6 and reinstalled aft fitting. Referenced Beechjet 400A chapter 78-30-00 and Nordam —
Component Maintenance Manual Chapter 78-30-07,

I certify this engine has been inspected in accordance with FAR 91.409 (f) (3) and has been determined to be in airworthy condition.

The aircraft/component identified above was maintained or altered in accordance with current regulations of the Federal Aviation Administration and is
i approved for return {o service: for the work performed. All disrupted systems were restored and functionall
Perlinent detdils of the repaic ate on file at-this repair station under Work Ordar: 06M-3927

y tested in accordance with mfg’s instructions.

Date;

L

 July, 15 2015

CRS# UXCR663X
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.
L ENGINE SERVICE AND

. TIME SINCE
¥ \ oate TIME RUN OV ERMAUL . INSTALLATIONS, INSPECTIONS,
o ‘ . - s — NOTE: USE BOTH PAGES AND AS MANY LINES A3 REQUIRED FOR COMPLETE
! — . i i ’ _
! ' b )
!
b T Cutier Aviation Dallas, Inc.
1 \ :_ (L ) 4500 Claire Chennault Dr.
L l Leading the Business of Aviation Addison, TX 75001
1 Regjstration: N148GB . . A/CTT 5141.3
|| ['Model No.__| 400A Right Engine Log Entry Engine TT__ | 50901
Serial No. RK-185 PN JT15D-5 SN PCE-JA0138 Tng/Cycles | 3580

Performed an A, B Inspection in accordance with the Hawker A0DA series maintenance manual 5-20-02 checldist.,

Complied with Pratt & Whitney minor periodic inspection in accordance with JT15D-5 mainienance manual 70-00.

Inspected engine fuel pump outlet filter with no defects noted, in accordance with Pratt & Whitney MM 73-10-02,

Performed igniter plug inspection in accordance with Pratt & Whitney MM 74-20-02. No defects noted.

i Performed spark igniters operational check in accordance with Pratt & Whitney MM 74.20-02, No defects noted.

! Repositioned fire loop and Adel clamps as required to obtain clearance to prevent chafing on bypass duct case. MM 26-10-00.
Removed igniters with new PN CH34659-3 with new gasket PN 3017452 and o-rings PN AS3209-020, and PN AS3209-126 in
accordance with Pratt & Whitney MM 74-20-02, Secured and operational check good.

Removed and replaced right igniter lead with new PN 3040803 in accordance with MM 72.20-01. Operational check good.

1 certify this enginie has been, inspected in accordance with FAR 91.409 (f) (3) and has been determined to be in airworthy, condition.
The aircraft/component identified above was maintained or altered in accordance with current reguiations of the Federal Aviation Administration and is
approved for return to service for the work performed. All disrupted systems were restored and functionally tested in accordance with mfg’s instructions.
Pertinent details of the repait are on file at this repair station under Work Order; 06M-4117

Date: February, 5 2016 CRS# UXCR663X W Robert Fulcher

TTTTEETT T

gL T T 1 -
S Cutter Aviation Dallas, Inc.
g ) ) 4500 Claire Chennault Dr. —_—
Leading the Business of Aviation Addison, TX 75001
Registration: | N148GB . . AICTT 5335.4
Model No. 400A nght Engine Log Entry Engine TT 5284.2
Serial No. RK-185 PN JT15D-5 SN PCE-JA0138 Eng/Cycles | 3733

Performed an A Inspection in accordance with the Hawker 400A series naintenance manual 5-20-02 checklist.

Complied with Prast & Whitney minor periodic inspection in accordance with JT15D-5 maintenance manual 72-00. —_—
Performed oil filter inspection and sent sample and sent to Victor engine for analysis. Drained oil from accessory drive unit, removed and

cleaned filter, and serviced the engine with oil, Performed 60 minute engine run per 79.21-01 C page 219. Performed second oil sample -
inspection and sent for analyses. Analysis received and it was determined to be in normal range per table 79-21-01 page 221, Maintenance

manual states to continue engine in service and maintain normal Soap sampling schedule. Leak check good no defects noted.

I certify this engine has been inspected in accordance with FAR 91.409 () (3) and has been determined to be in airworthy condition. ——

The aircraft/component identified above was maintamed or aitered in accordance with current regulations of the Tedorat Aviation Administration and is
approved fot return o service for the work performed. All disrupted systems were restored and functionaily tested in accordance with mfg’s instructions.
Pertinesit detaifs of the repair are on file at this repair station under Work Order: 06M-4364 Y )

Date: Séptﬂmber, 27 2016 CRS# UXCR663X ML;——Eobeﬁ Fulcher

...... — e .

1

1 J—
f Cutter Aviation Dallas, Inc. -,
- ) ) 4500 Claire Chennault Dr. W
Addison, TX 75001 P/

- Leading the Business of Aviation
__I Registration: N148GB . . ACTT 5386.4

Model No. | 400A Right Engine Log Entry Frgine TT | 2090 =
~=| Serial No. RK-185 PN JT15D-5 SN PCE-JA0371 Eng/Cycles 2330 —

Removed thrust reverser from engine assembly PN JT15D-5 3N PCE-1AD138. Vector installed loaner engine PN JT15D-5 SN PCE-
$A0371 see Vector work order 37.00850 for details. Reinstalled thrust reverser assembly previously removed and instailed in accordance

¥ with Hawker Beecheraft MM 78-30-00-201, Changed the exhaust nozzle on the right engine to the one provided with the rental engine by
Vector. Purged fuel system bleed and installed cowlings. Checked rigging for proper operation, Performed operational check of engines to

include performance run with no defects or leaks noted. L
s maintained or altered in accordance with current regulations of the Federal Aviation Administration and is

The aircraft/component identified above wa
approved for returt to service for the work performed. All disrupted systems were restored and functionally tested in accordance with mfi’s instructions.

Pertinent details of the repair are on file at this repair station under Work Order: 06M-4564

i
Date: May, 152017 CRS# UXCR663X M—————» Robert Fulcher
|
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MAINTENANCE RECORD 9
REPAIRS, ADJUSTMENTS, MODIFICATIONS LiCENGE
ENTRIES, DRAW ADIAGOMNMAL LINE THROUGH ANY UNUSED LINES IN DATE AND TIME COLLIMNS, SIGNATURE NUMBER
C Vector Aerospace " .
V E ) T 0 R Engine Services - USA Aflantic FAA.CertIﬁEd Repair _
AEROSPACE 125 Aviation Lane, Suite 306, Latrobe, PA 15650 Station # A7LR530Y
Engine Services Allantic Tel: 724-532-5951 Fax: 724-532-5954 -
Manufacturer Description Model Serial Number
Pratt & Whitney Engine Assembly JT15D-5 PCE JA0138
I'SN: CSN: TSO: C8C: Work Order
3335 3779 17353 1204 37-00850 1
Jetails of work performed:
Right engine: Beechjet400A S/N:RK-185 Aircraft TT: 5386.2 Aircraft Hobbs: 2414.6
Removed engine PCE JA0138 for repair. Prepared engine for shipping to Vector Aerospace PEL
ATl work acomplished IAW Pratt & Whitney MM P/N: 3033442 revision 44.1 dated December 19, 2016 and
Jeechjet MM P/N: 128-590001-9C29 dated October 1, 2016,
*ertinent details of this repair are on file at this repair station under work order 37-00850.
Certifies that the work specified above was carried out in accordance with FAA alrworthiness regulations and in respect to the
work performed the part(s) is(are) approved for return fo service.
\uthorized By (Print) Signature Date
Uchard Ross ‘ M ‘May, 9, 2017
LT T I e T T e : - el catt
Cutter Aviation Dallas, Inc. —
» ) 4500 Claire Chennault Dr.
Leading the Buslness of Aviation Addison, TX 75001
Registration: | N148GB . . A/ICTT 5393.1 -
Vodel No, | 400A Right Engine Log Entry Engine TT | 2096.7 _
Serial No. RK-185 PN JT15D-5 SN PCE-JA0371 Fng/Cycles | 2336
Xemoved and inspected the oil filter with no discrepancies found. Replaced the o-rings PN A83209-140 and PN M83248-1-214,
Reinstalled the oil filter. Removed the cannon phig to the oil bypass pressure switch and cleaned and reconnected, Performed fo engine .
uns to leak check and confirm the oil bypass was corrected, No discrepancies noted at this time. Referenced MM 79-30-00. ‘
Tie aircrafi/component identified above was maintained or altered in accordance with current regulations of the Federal Aviation Administration and is
pproved for relurn to service for the work performed. All disrupted systems wore restored and functionally tested in accordance with mfg’s instructions. ‘
sertinent details of the repair are on file at this repair station under Work Order: 06M-4608 e——
Date: June, 12 2017 CRS# UXCR663X AML\\\RObm Fulcher | ———
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ENGINE SERVICE AND

TIME SINCE
OVERH AUL

HAS.

MIN.

INST ALL ATICNS,
NQTE: USE BOTH FPAGES AND A5 MANY LINES A5 REQUIRED F

INSPECTIONS,

OR COMPLETE

Vector Atlantic AMO No, 3-92
P.0. Box 150, Summerside, PEI P (802) 436-1333 T
Canada C1N 4P6 F (902) 886-2999 -
Manufacturer Engine Type Model/Build Spec. Serial Number _

PRATT &WHITNEY JT15D -6D /713 ‘ PCE-JA0138

TSN TS0 TSR TSHS! CSN CSO CSR CSHS!

—  5335.0 1735.3 0.0 0.0 3779 1204 0 0 -
—1 Remarks: T
— INVESTIGATONI AND REPAIR CARRIED OUT LAW. PAWC MANUAL P/N 3033443 REV# 20.0 (2016-11-21) —
| AFTER THE oPERATOR REPORTED NOC. 3 BEARING DISTRESS. |

TEST RUN LAW.
WA#H 1462

Logbook attachments
Log, Serialized AcCES

oN INSPECTION CARRIED OUT LAW. P&WC M
HOT SECTI S JANUFACTURER'S REQUIREMENTS FOR TIME co

include: Authorized Relea
sories Record, Life Limited

ANUAL P/N 3
NTINUED R

se Cerlificate, Performance Statement, AD
Parts record, History cards (as applicable)

033442 REV# 41.1 (2016-12-20).
EPAIR WORKSCOPES.

compliance record, Modification

and Parts Usage List.

_

This product has peen HS!Repair

in accordance with the ma
details of the work performed are on file at this agency unde

nufacturer’s requirements and current Canadian Aviation —
r work order 37-24347

Regulations. pertinent : L
_ Authorized Inspestor }%mﬂou Stamp Pg_ Date L_
| Jayde DesRoche _ A\ JUN 12/ 2017 |
“Form 176 (2010-02-23) ' SESS
) GrForm (_ﬂ[ 4 ]_ . [, l )
'Vji _ . .
VéCtor Aerospacg FAA Certified Repair
V E T 0 R Engine Services - USA Atlanfic . 7LRE30Y
o s P ACE 125 Aviation Lane, Suite 306, Latrobe, PA 15650 Station # A
A EEnl;ne sarvices Avantio Tel: 724-532-5951 Fax: 724-532-5954
Manufacturex Description Model Serial Number
Pratt & Whitney Engine Assembly JT15D-5 PCE-JA0138
ToN: CSMN: TSO: csO: Work Order
5335 0 3779 17353 1204 37-01126

Details of work performed:

Installed this eng.ine
5396.2 after repair by
Fastman 2380 oil. All work perform
Rev, 41 dated 4-4- :
Cutter Aviation wi

and leak checks.

Pertinent details of this repair are on

in the RH #2 Position
Vector Areospace un
ed in accor

cowlings,

of Beechjet 400A RK 185 (
der work order 3724737 dated 6-12-17. Servi
dance with the P&WC Mainte
16 and the PBeechcraft 400/400A Maintenance Manual p /n128
il be installing the thrust reverset,

N148GB) at Aircraft Total Time of |
ced engine with

*

nance Manual p/n 3033442
-59001-9C29 dated 10-1-16.
and performing ground petformance runs

file at this repair station under work order 37-01126.

he work specified above was carried out in ccordance with FAA airworthiness regulations and in respect to the

TIT it

Certifies hat work performed the part{s) is(are) approved for return to service.
e —— -
‘Authorized BY {Print) Signatu Date
i / 6-21-2017
v “'_{' i

William M. Marburger
_______-——__—_—_

P . i

TOTAL
SINGE MFG.




1. Approving Civil Aviation Authority/Country , 2.

TRANSPORT CANADA

Authorized Release Certificate : 3. Form Tracking No.
Form One 462405

4. Organization Name and Address

VE(TOR

VECTOR AEROSPACE ENGINE SERVICES ATLANTIC

5. Work Order/Contract/invoice

WA# 1462
TSN: 52350 TSO:17353 TSR:0.0 TSHSLE0.0 CSN:3779

C80:1204 CS8R:0 CSHSEO

P.0O. BOX 150, SUMMERSIDE PE. CANADA 37-24347
AERODEPACE
6. Item | 7. Description ’ 8. Part No. 9. Quantity 10. SerialiBatch No. 11, StatusMork
1 mzm_z_.m ASSSEMBLY, JT15D-5 3030100 1 PCE-JAO138 Repaired
12. Remarks EASA 1457014

INVESTIGATON AND REPAIR CARRIED QUT 1AW, P&WC MANUAL P/N 3033443 REV# 28.0 (2016-11-21) AFTER THE OPERATOR REPORTED NO. 3 BEARING DISTRESS.
HOT SECTION INSPECTION CARRIED QUT LAW. PEWC MANUAL P/N 3033442 REVE 41.1 (2016-12-20).
TEST RUN LAW. MANUFACTURER'S REQUIREMENTS FOR TIME CONTINUED REPAIR WORKSCOPES.

14a. ﬂ CAR 571.10 Maintenance Release
[w] other regulations specified in biock 12.
Certifies that unless otherwise specified in block 12, the work identified in block 11

and described in block 12, has been performed in compliance with the Canadian
Aviation Regulations.

13b. Signature

14b. Signature 1)) 14c. Approved Organization Number

Q?&«%d\w? L < )} TccA AMO 3-92

253

13d. Name 13e. Date {(dd/mmmiyyyy)

—

14d. Name 14e. Date (dd/mmm/iyyyy)

Jayde DesRoche 12-Jun-2017

This certificate does not constitute authority to install.

Form One (2016-12-23)  Primedit 20812017 10:02:47 AM

* Instailer must cross-check eligibility with approved data

INSTALLLER RESPONSIBILITIES

Installers working in accordance with the national regutations of a country other than that specified in block 1 must erisure that their regulations recognize certifications from the country specified.

Stafements in blocks 13a or 14a do not constitute installation certification. In all cases, the technical record for the aircraft must contain an installation certification issued In accordance with the
applicable national regulations before the aircraft may be fiown. .

Page 1 of 1




MAINTENANCE RECORD : 10
REPAIARS, ADJUSTMENTS, MODIFICATIONS LICENCE
ENTRIES, DRAW A QIAGONAL LINE THROUGH ANY UNUSED LINES IN DATE AND TIME COLUMNS. SIGNATURE NUMBER

Cutter Aviation Dailas, Inc.
4500 Claire Chennault Dr.
Addison, TX 75001

Leading the Business of Aviation

Registration: | N148GB . . A/CTT 53963
Model No. | 400A Right Engine Log Entry Engine TT | 5335
Serial No. RK-185 PN JT15D-5 SN PCE-JA0138 Eng/Cycles | 3779

Removed thrust reverser from engine assembly PN JT15D-5 SN PCE-JA0371. Vecior installed repaired/hot sectioned PN ITI5D-5 SN
PCE-JAQ138 see Vector work order 37-01126 for details, Reinstalled thrust reverser assembly previously removed and installed in
accordance with Hawker Beechcraft MM 78-30-00-201. Reinstalled serviceable exhaust nozzle(removed for engine to repair) on the right
engine. Purged fuel system bleed and installed cowlings. Checked rigging for proper operation. Performed operational check of engines to
include performance run with no defects or leaks noted. Provided results to Vector, ’

The aircraft/component identified above was maintained or altered in accordance with current regulations of the Federal Aviation Administration and is
approved for return to service for the work performed, All disrupted systems were restored and functionally tested in accordance with mfg’s instructions,
Pertinent details of the repair are on file af this repair station under Work Order: 06M-4601

——— Date: June, 26 2017 CRS# UXCR663X A/&A\\ Robert Fulcher

— ]___‘___ T — i —
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| Vector Aerospace FAA Certified Repair
VE C T OR C00E D lfngi{ﬂe geg"iﬂes; (l)JSéX Atlantic o Station # UBTR793Y
g - Dallas Road, Suite 400, Grapevine, TX 76051
AEROSPACE Tel: 817-4167926 Fax: 8174212706 EASA # 1455299
Manufacturer Description Model Serial Number
Pratt & Whitney Engine Assembly, Complete JT15D-5 PCE-jA0138
E TSN: CSN: TSO: C80: Work Order
' : 5335.6 3781 Not Provided Not Provided 37-01301

Dretails of work performed:

Complied with the Inlet Bypass Stator Visual Inspection of the brazing for the airfoil roots in accordance
with Periodic Inspection, 72-00-00, No defects noted.

All work accomplished in accordance with the Pratt & Whitney Canada JT15D-5 Maintenance Manual (Part
No. 3033442 ) Revision No. 41,1, Dated Dec, 20, 2016.
Pertinent details of this repair are on file at this repair station under work order 37-01301

Certifies that the work specified above was carried out in accordance with FAA airworthiness regulations and in respect to the
work performed the part(s) is(ate) approved for return to service.

Date

Authorized By (Prin) Signatuye
Aaron Kirkland / Bhan %/M July 14, 2017

LI

@

MAXIMUM HOURS BETWEEN OVERMALULS HOURS.,




constant

AVIATION

ENGINE LOG ENTRY

Date Registration Number | Aircraft Serial Number TAT TAC
December 29, 2018 N148GB RK-185 5524 3938
Position Model Engine Serial Number ETT ETC

No. 2 JT15D-5 PCE-IAD138 5463 3894

Accomplished the following:

o NO. 2 ENGINE - MINOR INSPECTION: Performed minor inspection on No. 2 engine [AW Pratt &

Whitney Canada JT15D-5 MM 72-00-00.

o NO. 2 ENGINE - VISUAL INSPECT BLEED VALVE ACTUATOR: Complied with #2 engine - visually
inspected bleed valve actuator IAW Pratt & Whitney MM 72-00-00, no defects noted

o NO. 2 ENGINE - VISUALLY INSPECT ELECTRONIC BLEED VALVE CONTROL: Complied with #2
engine - visually inspected electronic bleed valve control JAW Pratt & Whitney MM 72-00-00, no defects

noted.
o NO. 2 ENGINE - VISUALLY INSPECT ELECTRONIC CONTROL COMPUTER: Complied with #2 engine -

visually inspected electronic control computer IAW Pratt & Whitney MM 73-20-03, no defects noted.

I certify that this engine has been inspected and/or repaired in accordance with current FAR 91.409 (f)
(3) manufactures inspection program and was determined to be in airworthy condition and released
to service with respect to the items identified in this entry. Pertinent details are on file at this
Certified Repair Station under work order # IWA-473.

Signed Mr"'(;b 7

Nufidfato Digiuseppe

for Constant Aviation CRS# WC79346J
5615 8. Sossaman Rd., Mesa AZ. 85212

info@constantaviation.com < 2{6.261.7119 « www.constantaviation.com

Maintenance ¢ Avionics ¢ Interiors ¢ Parts * Composites * Accessories © Structures
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